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Large Bow Shackles - Quality Range 

with type A screw collar pin 

Material: 

Safety Factor: 

Standard: 

Finish: 

Certificate: 

working diameter 

load bow 

limit 

a 

tons inch 

Body and pin high tensile steel 

MBL equals 5 x WLL 

B.S.3032 table 3 - 1958 

Self colour 

As standard an EC declaration of conformity is supplied, 

also upon request a certificate of basic raw material 

diameter diameter inside inside width 

pin eye width length bow 

b C d e f 

inch inch inch inch inch 

product weight 

code each 

kg 

0.15 1/4 3/8 3/4 1/2 1.1/8 3/4 10301A 0.08 
0.45 3/8 1/2 1 5/8 1.5/8 1 10302A 0.18 

----0.75 _ -----_ --_1L2_ --__ ------5/f, -----___ 1.1/4 --_ -----_7 LS __----___ 2.1/8 _ ---_ -- _q/ 4 __ ----_ 10303A -------0.34 __ --
1.25 5/8 3/4 1.1/2 1.1/8 2.3/4 1.5/8 10304A 0.65 
2 .00 3/ 4 7 /8 1.3/ 4 1.3/8 3.3/8 2 10305A 1.08 

----2.75 _ -----_ -- _7 LS_--__ -------1 __ -----_ --__ 2 __ --_ ---__ 1.5/8 _ ----___ 3.7/8 _ ---_ -- 2.V4 __ ----_ 10306A -------1.80 __ --
3.75 1 1.1/8 2.1/4 1.3/4 4.1/4 2.1/2 10307A 2.46 
4.75 1.1/8 1.1/4 2.1/2 2 4.7/8 2.7/8 10308A 3.47 

____ 5.75 ________ _1.lj4 _________ 1.3L8 ________ 2.3/4 _______ 2.1/4 ________ 5.3/8 _______ 3.V4 _______ 10309A -------4.56 ----
7.25 1.3/8 1.1/2 3 2.1/2 6 3.1/2 10310A 6.07 
8.50 1.1/2 1.3/4 3.1/2 2.3/4 6.5/8 3.7/8 10311A 8.35 

----9.50 _ -----__ _1.5j8 ____ ----_ 1.7 LS __---___ 3.3/4 --_ -----_ 3 -------__ _7.3/8 _ ---_ -- 4N8 __ ----_ 10312A -----_ _11.81 __ --
11.50 1.3/4 2 4 3.3/8 8.1/8 4.3/4 10313A 14.32 
13.00 1.7/8 2.1/8 4.1/4 3.5/8 8.3/7 5.1/8 10314A 17.03 
15.00 2 2.1/4 4.1/2 3.7/8 9.3/8 5.1/2 10315A 20.00 
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